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(iii) The adjusted FEL (FELadj) for 
calculating emission credits is deter-
mined from the steady-state FEL 
(FELss) using the following equation: 

FEL adj = (FELss) × (TCAF) 

(iv) The unadjusted FEL (FELss) ap-
plies for all purposes other than credit 
calculation. 

(3) These alternate FEL caps may not 
be used for phase-in engines. 

(4) Do not apply TCAFs to gaseous 
emissions for phase-out engines that 
you certify to the same numerical 
standards (and FELs if the engines are 
certified using ABT) for gaseous pollut-
ants as you certified under the Tier 3 
requirements of 40 CFR part 89. 

TABLE 1 OF § 1039.104.—ALTERNATE FEL CAPS 

Maximum engine power PM FEL cap, 
g/kW-hr 

Model years 
for the alter-
nate PM FEL 

cap 

NOX FEL cap, 
g/kW-hr 

Model years 
for the alter-

nate NOX FEL 
cap 

19 ≤ kW < 56 ........................................................................ 0.30 1 2012–2015 ........................ ........................
56 ≤ kW < 130 2 .................................................................... 0.30 3 2012–2015 3.8 3 2014–2015 
130 ≤ kW ≤ 560 .................................................................... 0.20 2011–2014 3.8 2014 
kW > 560 4 ............................................................................. 0.10 2015–2018 3.5 2015–2018 

1 For manufacturers certifying engines under Option #1 of Table 3 of § 1039.102, these alternate FEL caps apply for model 
years from 2013 through 2016. 

2 For engines below 75 kW, the FEL caps are 0.40 g/kW-hr for PM emissions and 4.4 g/kW-hr for NOX emissions. 
3 For engines certified under the provisions of § 1039.102(d)(2) or (e)(1)(ii), the alternate NOX FEL cap in the table applies only 

for the 2015 model year. 
4 For engines above 560 kW, the provision for alternate NOX FEL caps is limited to generator-set engines. For example, if you 

produce 1,000 generator-set engines above 560 kW in 2015, up to 200 of them may be certified to the alternate NOX FEL caps. 

§ 1039.105 What smoke standards must 
my engines meet? 

(a) The smoke standards in this sec-
tion apply to all engines subject to 
emission standards under this part, ex-
cept for the following engines: 

(1) Single-cylinder engines. 
(2) Constant-speed engines. 
(3) Engines certified to a PM emis-

sion standard or FEL of 0.07 g/kW-hr or 
lower. 

(b) Measure smoke as specified in 
§ 1039.501(c). Smoke from your engines 
may not exceed the following stand-
ards: 

(1) 20 percent during the acceleration 
mode. 

(2) 15 percent during the lugging 
mode. 

(3) 50 percent during the peaks in ei-
ther the acceleration or lugging modes. 

§ 1039.107 What evaporative emission 
standards and requirements apply? 

There are no evaporative emission 
standards for diesel-fueled engines, or 
engines using other nonvolatile or non-
liquid fuels (for example, natural gas). 
If your engine uses a volatile liquid 
fuel, such as methanol, you must meet 
the evaporative emission requirements 
of 40 CFR part 1048 that apply to spark- 
ignition engines, as follows: 

(a) Follow the steps in 40 CFR 1048.245 
to show that you meet the require-
ments of 40 CFR 1048.105. 

(b) Do the following things in your 
application for certification: 

(1) Describe how your engines control 
evaporative emissions. 

(2) Present test data to show that 
equipment using your engines meets 
the evaporative emission standards we 
specify in this section if you do not use 
design-based certification under 40 CFR 
1048.245. Show these figures before and 
after applying deterioration factors, 
where applicable. 

§ 1039.110 [Reserved] 

§ 1039.115 What other requirements 
must my engines meet? 

Engines subject to this part must 
meet the following requirements, ex-
cept as noted elsewhere in this part: 

(a) Crankcase emissions. Crankcase 
emissions may not be discharged di-
rectly into the ambient atmosphere 
from any engine, except as follows: 

(1) Engines may discharge crankcase 
emissions to the ambient atmosphere if 
the emissions are added to the exhaust 
emissions (either physically or mathe-
matically) during all emission testing. 
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(2) If you take advantage of this ex-
ception, you must do the following 
things: 

(i) Manufacture the engines so that 
all crankcase emissions can be routed 
into the applicable sampling systems 
specified in 40 CFR part 1065. 

(ii) Account for deterioration in 
crankcase emissions when determining 
exhaust deterioration factors. 

(3) For purposes of this paragraph (a), 
crankcase emissions that are routed to 
the exhaust upstream of exhaust 
aftertreatment during all operation are 
not considered to be discharged di-
rectly into the ambient atmosphere. 

(b)–(d) [Reserved] 
(e) Adjustable parameters. Engines 

that have adjustable parameters must 
meet all the requirements of this part 
for any adjustment in the physically 
adjustable range. An operating param-
eter is not considered adjustable if you 
permanently seal it or if it is not nor-
mally accessible using ordinary tools. 
We may require that you set adjustable 
parameters to any specification within 
the adjustable range during any test-
ing, including certification testing, se-
lective enforcement auditing, or in-use 
testing. 

(f) Prohibited controls. You may not 
design your engines with emission-con-
trol devices, systems, or elements of 
design that cause or contribute to an 
unreasonable risk to public health, 
welfare, or safety while operating. For 
example, this would apply if the engine 
emits a noxious or toxic substance it 
would otherwise not emit that contrib-
utes to such an unreasonable risk. 

(g) Defeat devices. You may not equip 
your engines with a defeat device. A 
defeat device is an auxiliary emission- 
control device that reduces the effec-
tiveness of emission controls under 
conditions that the engine may reason-
ably be expected to encounter during 
normal operation and use. This does 
not apply to auxiliary-emission control 
devices you identify in your certifi-
cation application if any of the fol-
lowing is true: 

(1) The conditions of concern were 
substantially included in the applica-
ble test procedures described in subpart 
F of this part. 

(2) You show your design is necessary 
to prevent engine (or equipment) dam-
age or accidents. 

(3) The reduced effectiveness applies 
only to starting the engine. 

§ 1039.120 What emission-related war-
ranty requirements apply to me? 

(a) General requirements. You must 
warrant to the ultimate purchaser and 
each subsequent purchaser that the 
new nonroad engine, including all parts 
of its emission-control system, meets 
two conditions: 

(1) It is designed, built, and equipped 
so it conforms at the time of sale to 
the ultimate purchaser with the re-
quirements of this part. 

(2) It is free from defects in materials 
and workmanship that may keep it 
from meeting these requirements. 

(b) Warranty period. Your emission- 
related warranty must be valid for at 
least as long as the minimum warranty 
periods listed in this paragraph (b) in 
hours of operation and years, which-
ever comes first. You may offer an 
emission-related warranty more gen-
erous than we require. The emission-re-
lated warranty for the engine may not 
be shorter than any published warranty 
you offer without charge for the en-
gine. Similarly, the emission-related 
warranty for any component may not 
be shorter than any published warranty 
you offer without charge for that com-
ponent. If you provide an extended war-
ranty to individual owners for any 
components covered in paragraph (c) of 
this section for an additional charge, 
your emission-related warranty must 
cover those components for those own-
ers to the same degree. If an engine has 
no hour meter, we base the warranty 
periods in this paragraph (b) only on 
the engine’s age (in years). The war-
ranty period begins when the engine is 
placed into service. The minimum war-
ranty periods are shown in the fol-
lowing table: 

If your engine is certified as 
. . . 

And its maximum power is 
. . . 

And its rated speed is 
. . . Then its warranty period is . . . 

Variable speed or constant 
speed.

kW < 19 ............................ Any speed ......................... 1,500 hours or two years, whichever 
comes first. 
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